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Notice

Veeder-Root makes no warranty of any kind with regard to
this publication, including, but not limited to, the implied
warranties of merchantability and fitness for a particular
purpose.

Veeder-Root shall not be liable for errors contained herein
or for incidental or consequential damages in connection
with the furnishing, performance, or use of this
publication.

Veeder-Root reserves the right to change system options or
features, or the information contained in this publication.

This publication contains proprietary information which is
protected by copyright. All rights reserved. No part of this
publication may be photocopied, reproduced, or translated to
another language without the prior written consent of Veeder-Root.

For complete warranty, technical support, and additional product
information, refer to your console’s Operator Manual.

  ©Veeder-Root 2006. All rights reserved.
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Press Mode until the display shows:

Press Function. If the system has a security passcode you will be asked to enter a six digit code: 

Enter the code using the alphanumeric keys and press Enter. The display will show: 

Press Step 4 times to display the date: 

If the date is correct press Step, if not, press Change and enter the correct date. (Note that the month must be entered first.)

Press Enter, the new date will be displayed: 

SETUP MODE
PRESS <FUNCTION> TO CONT.

SETUP MODE
ENTER PASSCODE:

SYSTEM SETUP
PRESS <STEP> TO CONTINUE

SET MONTH DAY YEAR
DATE: 04/20/2006

DATE: 06/29/2006
PRESS <STEP> TO CONTINUE
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If the date is correct press Step.

The display will show:  

If the time is correct press Mode twice to return to the Operating mode.

To change the time press Change and enter the correct time. Select either AM or PM by using the arrow keys.

Press Enter to confirm the time. The display will show: 

If the time is correct press Mode to return to the Operating mode.

SET TIME
TIME: 8:24 AM

TIME: 1:24 PM
PRESS <STEP> TO CONTINUE
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Changing The Printer Paper
The paper roll should be changed 
when a red stripe appears on the 
printouts.

A 4-roll pack of printer paper (Part 
Number 514100-210) is available 
from your Service Contractor.

Swing up the printer cover (1) and 
push the paper feed release lever 
(6) down. Notice the paper roll (3) 
and paper feed guide (4). 

If the take-up spool (2) has been 
used, pull out the spool with the 
printed reports and tear off the 
paper close to the printer feed 
roller(5).
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Pull out the take-up spool (2) and 
separate its two halves by pulling 
them apart. Remove the printed 
reports, but do not discard the 
reports as they may be required 
later. 

Pull out the old paper roll (3) and 
any remaining paper. 

Remove the roll shaft (7) and 
press it into the new roll (8). 

Push the roll (8) into the lower 
slots in the printer with the paper 
tail (9) down and at the back.
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Feed the paper tail (9) over 
the paper guide (4) and down 
behind the the paper feed 
roller (5).
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If using the Take-up Spool (2) 
place the paper tail (9) between 
the two halves and press them 
firmly together until you hear a 
click. 

Push the Take-up Spool (2) into 
the upper slots. Rotate the spool 
counterclockwise until you remove 
all slack in the paper. (If the Take-
up Spool is not going to be used, 
thread the paper tail through the 
slot (10) in the printer cover.) 

Push the paper release lever (6) 
up and close the cover.



For technical support, sales or
other assistance, please visit:

www.veeder.com




